DIN / I1SO fittings

HA -G Hose Adaptors ®

Hose Adaptors as per BS 5200 Dimensions in mm

Male threads : BSPP (G) as per ISO 228
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Pressure

(bar) Part No. Ga Gg ad1 Jd2 @d3 @d4 i1 i2 L S1
350 HAG01G01 G1/8A G1/8A 7.5 14 7.5 14 8 8 26 14
350 HAG01G02 G1/8A G1/4A 7.5 14 10.4 18 8 11 29.5 19
775 HAG02G02 G1/4A G1/4A 10.4 18 10.4 18 11 11 33 19
690 HAG02G03 G1/4A G3/8A 10.4 18 14 22 11 12 36.5 22
515 HAG02G04 G1/4A G1/2A 104 18 17.5 26 1 14 39 27
690 HAG03G03 G3/8A G3/8A 14 22 14 22 12 12 38 22
515 HAG03G04 G3/8A G1/2A 14 22 17.5 26 12 14 40.5 27
430 HAG03G06 G3/8A G3/4A 14 22 229 32 12 16 445 32
515 HAG04G04 G1/2A G1/2A 175 26 17.5 26 14 14 43 27
430 HAG04G06 G1/2A G3/4A 17.5 26 229 32 14 16 47 32
345 HAG04G08 G1/2A G1A 17.5 26 28.7 39 14 19 50 41
430 HAG06G06 G3/4A G3/4A 22.9 32 22.9 32 16 16 49 32
345 HAG06G08 G3/4A G1A 22.9 32 28.7 39 16 19 52 41
345 HAG06G10 G34A | G1.1/4A | 229 32 36.8 49 16 20 57 50
345 HAG08G08 G1A G1A 28.7 39 28.7 39 19 19 55 41
345 HAG08G10 G1A G1.1/4A | 287 39 36.8 49 19 20 60 50
345 HAG08G12 G1A G1.12A | 287 39 42.7 55 19 22 63 55
345 HAG10G10 G1.1/4A | G1.1/4A | 36.8 49 36.8 49 20 20 61 50
345 HAG10G12 G1.1/4A | G1.1/2A | 36.8 49 42.7 55 20 22 64 55
345 HAG12G12 G1.12A | G112A | 427 55 42.7 55 22 22 66 55

Standard material : Carbon Steel
For Stainless steel material, add prefix 316 - to the part code Example : 316 - HAG08G10

Standard surface treatment: ~ Chrome free Alkaline Zinc Plating.
For Zinc Nickel surface treatment, add suffix - ZnNi Example : HAG08G10 - ZnNi
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